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1. SENSITIVITY ANALYSIS

The behavior of Ku band active and K and Ka band passive spaceborne data at large spatial scales has been compared
to the variation of snow depth along five seasons (1999-2004) over different locations in the Northern hemisphere. Three
distinct behaviors are generally observed: 1) both backscattering and spectral gradient increase as snow depth
increases; 2) the spectral gradient starts decreasing in the middle of the snow season where the backscattering
increases for the whole season; and 3) both backscattering and spectral gradient increase up to a certain time of the
snow season and then they decrease, although snow depth is still increasing. A preliminary explanation is that the
behavior of the electromagnetic quantities relates to the stratigraphy of the snow pack as well as the air temperature.
The presence of multiple layers with coarse snow crystals reduces the values of the K band brightness temperature,
hence reducing the spectral gradient. In the active case, the radiation backscattered by large crystals is attenuated by
the new snow on top of old layers resulting in a decrease on the backscattering coefficient. This aspect is fundamental
for the development of future active/passive combined retrievals as it is generally assumed that the spectral gradient or
backscattering increases with snow depth, over land.
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2. COMPARISON OF DYNAMIC RANGES

The dynamic range of spaceborne Ku band scatterometer
data with respect to the snow depth at very large spatial w» . o =
scales has been quantified and compared it with the
dynamic range for the passive case. Results show that
dynamic ranges in active and passive cases are strongly
correlated (R?=0.93), suggesting that QuikSCAT data have a
sufficient dynamic range to monitor snow depth at large
spatial scale.

In order, to compare the dynamic range of the active and
passive datasets to snow depth, a Normalized Dynamic
Range (NDR) was defined, dividing the dynamic range by
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3.STATISTICAL ANALYSIS BETWEEN MICROWAVE DATA AND SNOW DEPTH

The relationship between microwave data and snow depth can be written in a general form as follows:

SD = f(MW)+const

Both a linear and a non-linear form of the function f were considered to investigate the benefits of the combination of active and passive data. The expression considered in the linear
approach is the following in the case of both active and passive data:

SD = A(Tb19V - Th37V)+B(c13.4V)+C

Instead, in the case of only passive or active data the following expressions are used:

SD = A{Tb19V - Th37V) +C
SD = B(s13.4V)+C
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The potential improvement on the snow depth retrieval related to the combined use of active and passive data was quantified by evaluating the root mean square error (RMSE), the
regression coefficient and the coefficienf of determinatlon. In general, best results were obtained when both active and passive data were used, with respect to the use of passive or
active data solely. The maximum and average values of RMSE improvement were, respectively, 24.65 % and 7.6 %. In the case of the coefficient of determination R2, the maximum
and average vahteas)of improvement were, respectively, 42 % and 6 %. ©
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4. EXAMPLE OF MAPS

snow depth. The figure below figure shows NDR in the
passive case (NDRpassive, x-axis) versus the NDR in the
active case (NDRactive, y-axis). The NDRactive ranges
between 0.06 and 0.18 dB/cm where the NDRpassive
ranges between 0.55 and 1.13 K/cm. A visual analysis of the
figure suggests that the NDRpassive and NDRactive are
well-correlated. If we fit NDRactive vs. NDRpassive then we
obtain the following expression
NDRactive=0.1889*NDRpassive-0.0653 with R?=0.93. This
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result shows that the two NDR are strongly correlated with
the fraction of variability in the active case that can be
explained by the variability in passive one.
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bands with the active data at Ku band and c) only the passive data at K, Ka and X band for some selected stations.

the period 2002 — to date is the scope of an ongoing investigation.
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